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SOSPENSIONE INDUSTRIALE

EXTREMA 150
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EXTREMA 150
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OUTPUT PROTOCOLSOURCE

150 W
25.380 lm 22.000 lm 1-10 V 5000K EXTR-1501250 348,00 €

22.500 lm 19.500 lm DALI-2 5000K EXTRDL-1501250 432,00 €

220-240 V 120°IP65 IK08

4200 g

Corpo in alluminio pressofuso ad 
elevata dissipazione di calore. Len-
te in PC resistente alle intemperie e 
agli urti. Facile da installare grazie a 
2 cavi di sospensione in dotazione. 

Die-cast aluminum body with high 
heat dissipation. Weatherproof and 
impact resistant PC lens. 
Easy installation with 2 suspension 
cables supplied.
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OPTIONAL

KIT INSTALLAZIONE A SOSPENSIONE DA 2 M
2 M SUSPENSION INSTALLATION KIT

INCLUDED

Auto dimmerazione che mantiene costante l’illuminazione della stanza in funzione della luce ambientale.
Self-dimming able to keep room lighting constant according to the ambient light.

  30° - 70° EXTR3-LENS3070

53,00 €  40° - 120° EXTR3-LENS40120

  50° - 90° EXTR3-LENS5090

Fixed EXTR-KIT 24,00 €

Adjustable ± 50° EXTR-ROTAB 45,50 €

Only for EXTR-1501250 EXTR-SENS 78,00 €

LENTI IN KIT DA 3 PEZZI
LENSES IN KIT OF 3 PIECES

SUPPORTI FISSI IN KIT DA 2 PEZZI
FIXED SUPPORTS IN KIT OF 2 PIECES

SUPPORTI ORIENTABILI IN KIT DA 2 PEZZI
ADJUSTABLE SUPPORTS IN KIT OF 2 PCS

SENSORE DAYLIGHT AUTODIMMERABILE
SELF-DIMMABLE DAYLIGHT SENSOR

±50°


