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SORGENTI SPECIALI

PIXY G9

Design trasparente ed elegante. Si alimenta con corrente a 220 V (senza trasformatore).
Transparent and elegant design. Powered by 220 V current (without transformer).

3 W

4 W

COB 4 W

4,8 W

8 W

G9 3 W = 30 W 270 lm

3000K  PIXYFULL-030930

12/96 4,50 €4000K  PIXYFULL-030940

6500K  PIXYFULL-030964

G9 4 W = 40 W 450 lm

3000K  PIXYFULL-040930

12/96 5,50 €4000K  PIXYFULL-040940

6500K  PIXYFULL-040964

G9 4 W = 40 W 470 lm

3000K  PIXYCOB-040930

12/96 6,50 €4000K  PIXYCOB-040940

6500K  PIXYCOB-040964

G9 4,8 W = 40 W 470 lm

3000K  PIXYFULL-050930

12/96 6,00 €4000K  PIXYFULL-050940

6500K  PIXYFULL-050964

G9 8 W = 60 W 800 lm

3000K  PIXYFULL-080930

12/96 8,50 €4000K  PIXYFULL-080940

6500K  PIXYFULL-080964
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Ø 15 x 48 mm - 11 g

Ø 16 x 60 mm - 14 g

Ø 14 x 64 mm - 10 g

Ø 16 x 60 mm - 15 g

Ø 16 x 75 mm - 22 g

220-240 V

220-240 V

220-240 V

220-240 V

220-240 V
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